
FIGURE 2.2-9 POST-PROJECT TOPOGRAPHY 

NEWMONT MINING CORPORATION 
LONG CANYON MINE PROJECT 

EXISTING CONDITIONS: 

- PLAN BOJNDARY 
- AREA OF CITIES' WATER SUPPLY 

6800 TOPOGRAPHY CONTOURS (25 FT) 

-6800- TOPOGRAPHY CONTOURS FINAL 

- STREAM 

---- LIGHTUSE ROAD 

- SECONDARY HIGHWAY 

===== iNTERSTATE HIGHWAY 

---+- RAILROAD 

-c POWERUNE 

r:::::::1 STRUCTURE / BUILDING 

--- TOWlNSHIP · RANGE LINE (USGS SURVEYED) 

--- SECTION LINE (USGS SURVEYED) 

-(() \1- EXISTING WATER PIPELINE 

MAP LOCATION 

1 INCH = 4 .000 FEET 
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U.S. BUREAU OF LAND MANAGEMENT 
ELKO DISTRICT 

WELLS FIELD OFFICE 

NO WARRANTY IS MADE BY THE BUREAU OF LAND MANAGEMENT AS TO THE 
ACCURACY, REUABILITY, OR COMPLETENESS OF THESE DATA FOR INDIVlDUAL 
USE OR AGGREGATE USE WlTH OTHER DATA ORIGINAL DATA WERE COMPILED 
FROM VARIOUS SOURCES. THIS INFORMATION MAY NOT MEET NATIONAL MAP 
ACCURACY STANDARDS THIS PRODUCT WAS DEVELOPED THROUGH DIGITAL 

MEANS AND MAY BE UPDATED WlTHOJT NOTIFICATION 
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